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A mechanical connector is provided for lighting applications.
The mechanical connector, having a modifiable length,
includes a connector body portion having an anterior side and
aposterior side. A cavity is disposed in the posterior side and
sized to receive a lighting apparatus. More than two pins are
affixed to the anterior side and extend outward therefrom.
Pairs of the more than two pins have a predetermined spacing.
Each of the more than two pins is removable from the con-
nector body portion.

ABSTRACT

23 Claims, 2 Drawing Sheets
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PROVIDING A LIGHTING
APPARATUS HAVING AT LEAST
ONE MECHANICAL CONNECTOR

WITH REMOVABLE PINS

/24

REMOVING A SEGMENT
OF THE MECHANICAL
CONNECTOR BODY PORTION,
IF NECESSARY

/25

REMOVING AT LEAST
ONE REMOVABLE PIN
FROM EACH MECHANICAL
CONNECTOR

I%

ENGAGING THE MECHANICAL
CONNECTOR W/ A LIGHT
FIXTURE SOCKET
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MECHANICAL CONNECTOR FOR
LIGHTING APPLICATIONS AND A METHOD
FOR USING THE SAME

TECHNICAL FIELD OF THE DISCLOSURE

The presently disclosed embodiments generally relate to
lighting applications and, more particularly, to a mechanical
connector for lighting applications and a method for using the
same.

Currently, fluorescent and incandescent lamps are being
replaced with newer technology lamps such as those using
LED (light emitting diode) lighting elements. Such lamps
offer advantages of increased energy efficiency, lower heat
generation and longer lamp life as compared to older tech-
nology.

Traditionally, the electrical connector of a lamp has been
used to not only provide electrical power to the lamp, but also
to mechanically hold the lamp in position by mating with a
socket in the light fixture. Newer lighting technologies like
LED lamps may not need the electrical connections within a
traditional fixture connector. In the case of fluorescent tube
light replacement, the existing lamp end cap connections,
which were used to both mechanically hold the fluorescent
lamp in place and to provide power to the lamp, are only used
to mechanically hold the LED replacement lamp in place in
some applications. In these applications, power may or may
not be supplied to the LED replacement lamp through the end
caps. Prior art fluorescent tube lamp models use different pin
configurations on different styles of end caps, requiring dif-
ferent fluorescent tube lamp models to be used in different
applications in order for the lamp to mate with a fixture
socket.

SUMMARY OF THE DISCLOSED
EMBODIMENTS

In an exemplary embodiment of a mechanical connector
for lighting applications of the present disclosure, the
mechanical connector includes a connector body portion hav-
ing a groove element thereon to allow removal of a segment
therefrom to accommodate varying lengths of a lighting appa-
ratus. The connector body portion includes an anterior and
posterior side, wherein a plurality of pins are affixed to the
anterior side of the connector body portion, and a cavity is
disposed in the posterior side of the connector body portion.
More than two pins, affixed to the anterior side of the con-
nector body portion, allow the mechanical connector to fit
multiple lighting fixture sockets designs by removing one or
more of the pins that are not accommodated by the lighting
fixture socket. The cavity, disposed in the posterior side of the
connector body portion, is configured to firmly engage the
proximal and distal ends of'a lighting apparatus to be installed
into a lighting fixture socket.

In some embodiments, the pins and a section of the body
portion are frangible, such that they may be broken off by the
user prior to installing a lighting apparatus into a lighting
fixture socket. In other embodiments, the pins and a section of
the body portion may be cut from the connector body portion,
such as by use of wire cutters or other appropriate tools, prior
to mating the mechanical connector with a lighting fixture
socket. In some embodiments, the connector body portion
and the pins may be composed of a non-conductive material.
In other embodiments, the connector body portion and the
pins may be composed of a conductive material.

BRIEF DESCRIPTION OF THE DRAWINGS

The embodiments described herein and other features,
advantages and disclosures contained herein, and the manner
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of attaining them, will become apparent and the present dis-
closure will be better understood by reference to the follow-
ing description of various exemplary embodiments of the
present disclosure taken in conjunction with the accompany-
ing drawing, wherein:

FIG. 1 shows an anterior view of an embodiment of a
mechanical connector for lighting applications;

FIG. 2 shows a posterior view of an embodiment of a
mechanical connector for lighting applications;

FIG. 3 shows a perspective view of an embodiment of a
mechanical connector for lighting applications with a tubular
lighting apparatus; and

FIG. 4 shows a method for installing a lighting apparatus
using a mechanical connector for lighting applications.

DETAILED DESCRIPTION OF THE DRAWINGS

For the purposes of promoting an understanding of the
principles of the present disclosure, reference will now be
made to the embodiments illustrated in the drawing, and
specific language will be used to describe the same. It should
be appreciated that not all of the features of the components of
the figure are necessarily described. Some of these non-dis-
cussed features, as well as discussed features are inherent
from the figures. Other non-discussed features may be inher-
ent in component geometry and/or configuration. It will nev-
ertheless be understood that no limitation of the scope of this
disclosure is thereby intended.

FIG. 1 shows an anterior view of an embodiment of a
mechanical connector 10 for lighting applications. The
mechanical connector 10 comprises a connector body portion
12 having a groove element 13 thereon to allow removal of a
segment therefrom to accommodate varying lengths of a
lighting apparatus 18 (see FIG. 3). The connector body por-
tion 12 includes more than two pins 14 affixed to a surface 30
of the anterior side 32 of the connector body portion 12 and
extending outward therefrom. In particular, the pins 14 in the
exemplary embodiment extend substantially perpendicular to
a surface 30 of the anterior side 32. Alternatively, the pins 14
may extend at any suitable angle that corresponds with a
lighting fixture socket. The pins 14 are removable to allow the
mechanical connector 10 to mate with multiple fixture sock-
ets designs (not shown) by removing one or more of the pins
14 that are not accommodated by a lighting fixture socket (not
shown) to which a lighting apparatus 18 (see FIG. 3), for
example a lamp or a tube shaped lamp, is to be installed.

The pins 14 are spaced to accommodate multiple fixture
socket designs, such as sockets using T5, T8 or T12 bulbs (to
name a few non-limiting examples), wherein the pins in the
T5 configuration are spaced approximately 5 mm on center
and the pins in the T8 and T12 configuration are spaced
approximately 12.7 mm on center. In the illustrated embodi-
ment, the mechanical connector 10 includes four pins 14. The
outermost pins 14 have a predetermined spacing to comple-
ment a fixture socket designed for T8 and T12 bulbs and the
innermost pins 14 have a predetermined spacing to comple-
ment a fixture socket design for TS bulbs. Accordingly, by
removing the outermost pins 14, the remaining innermost
pins 14 become compatible with the fixture socket designed
for TS bulbs. Likewise, by removing the innermost pins 14,
the remaining outermost pins 14 become compatible with a
fixture socket designed for T12 bulbs.

In some embodiments, the connector body portion 12 is
frangible, such that a segment may be broken off along groove
element 13 by a user prior to installing the mechanical con-
nector 10 into a lighting fixture socket. In other embodiments,
a segment may be cut from the connector body portion 12
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along groove element 13, such as by use of wire cutters or
other appropriate tools, prior to installing the mechanical
connector 10 into a lighting fixture socket.

In some embodiments, the pins 14 are frangible, such that
they may be broken off of the connector body portion 12 by a
user prior to installing the mechanical connector 10 into a
lighting fixture socket. In other embodiments, the pins 14 may
be cut from the connector body portion 12, such as by use of
wire cutters or other appropriate tools, prior to installing the
mechanical connector 10 into a lighting fixture socket. In an
exemplary embodiment, the pins 14 are removable, i.e. fran-
gible or capable of being cut, at a base 34 of the pin 14,
wherein the base 34 of the pin 14 is positioned adjacent to the
surface 30 of the anterior side 32.

FIG. 2 shows a posterior view of an embodiment of a
mechanical connector 10 for lighting applications. The pos-
terior side 36 of the connector body portion 12 is connectable
to the lighting apparatus 18. In the illustrated embodiment,
the connector body portion 12 includes a cavity 16 disposed
in the posterior side that is sized by diameter and depth, and
configured to engage the lighting apparatus 18.

In one embodiment, connector body portion 12 and the
pins 14 may be composed of a non-conductive material such
as plastic, to name one non-limiting example. In such an
embodiment, the pins 14 are strictly utilized to retain the
lighting apparatus 18 in the fixture socket and no electricity is
transferred through the pins 14 or the connector body portion.
Accordingly, the lighting apparatus 18 may include a separate
wire (not shown) to power the lighting apparatus 18 from a
device in which the lighting apparatus 18 is positioned or
from an outlet or the like. In an alternative embodiment, the
connector body portion 12 and/or the pins 14 may be conduc-
tive, but are not used to power the lighting apparatus 18. In
another embodiment, the connector body portion 12 and/or
the pins 14 may be composed of a conductive material such as
aluminum, to name one non-limiting example. In such an
embodiment, the pins 14 and/or the connector body portion
12 are electrically coupled to the lighting apparatus 18 to
power the lighting apparatus 18.

FIG. 3 shows a perspective view of an embodiment of a
mechanical connector 10 for lighting applications with a
lighting apparatus 18. In the exemplary embodiment, the
cavity 16 of a mechanical connector 10 engages the proximal
or distal end of a tube shaped lighting apparatus 18 until
firmly seated therein. Once the tube shaped lighting apparatus
18 and mechanical connector 10 are properly engaged, the
combination therewith may be installed into a lighting fixture
socket after removal of at least one of the more than two pins
14 as described herein. In other embodiments, prior to engag-
ing the mechanical connector 10 with the proximal or distal
end of a lighting apparatus 18, a segment of each of the
mechanical connectors 10 may be removed along the groove
element 13 to accommodate a second length of the lighting
apparatus 18. In other embodiments, prior to engaging the
mechanical connector 10 with the proximal or distal end of a
lighting apparatus 18, a segment of only one mechanical
connector 10 may be removed along the groove element 13 to
accommodate a third length of the lighting apparatus 18. In
other embodiments, there may be more than one groove ele-
ment 13 to accommodate different lengths of a lighting appa-
ratus 18.

In other embodiments, the mechanical connector 10 may
not include the cavity 16, but rather, a surface of the posterior
side 36 may include modifiable tabs, slots, and/or other
mechanisms to attach the mechanical connector 10 to the
lighting apparatus 18. In yet another embodiment, the cavity
16 may havetabs, slots, or other mechanisms disposed therein
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to secure the mechanical connector 10 to the lighting appa-
ratus 18. In a further embodiment, the mechanical connector
10 may be adhered to the lighting apparatus 18 by an adhe-
sive. However, it is important to note that it is not important
how the mechanical connector 10 is attached to the lighting
apparatus 18.

FIG. 4 shows a method for installing a lighting apparatus
using a mechanical connector for lighting applications. As
shown in FIG. 4, an exemplary method 20 includes the step 24
includes providing a lighting apparatus 18 having a proximal
end engaged with a posterior side of a first mechanical con-
nector 10. In the illustrated embodiments, the lighting appa-
ratus 18 likewise includes a distal end engaged with a poste-
rior side of a second mechanical connector 10. Step 25 also
includes removing a segment of the mechanical connector
body portion 12 along the groove element 13 to adjust the
length, if necessary. Step 26 includes removing at least one of
the more than two pins affixed to anterior sides of the first and
second mechanical connectors 10 by either breaking the pin
or cutting the pin from the anterior side so that the remaining
pins have a predetermined spacing that allows the first and
second mechanical connectors to mate with a desired lighting
fixture socket. Step 28 comprises engaging the first and sec-
ond mechanical connectors with the desired lighting fixture
socket. It should be noted that although the method has been
described with respect to attaching a first and second
mechanical connector, the embodiments and methods
described herein may also apply to a lighting apparatus that
utilizes only one mechanical connector.

While the embodiments have been illustrated and
described in detail in the drawings and foregoing description,
the same is to be considered as illustrative and not restrictive
in character, it being understood that only certain embodi-
ments have been shown and described and that all changes
and modifications that come within the spirit of the embodi-
ments are desired to be protected.

What is claimed is:

1. A mechanical connector for lighting applications com-
prising:

a connector body portion including an anterior side and a

posterior side;
a cavity disposed in the posterior side and sized to receive
a lighting apparatus; and

more than two pins affixed to the anterior side and extend-
ing outward therefrom, wherein pairs of the more than
two pins have a predetermined spacing, each of the more
than two pins being removable from the connector body
portion,

wherein a segment of the connector body portion is adjust-

able so that the posterior side of the connector body
portion is positioned closer to the more than two pins
after adjustment.

2. The connector of claim 1, wherein the connector body
portion includes a groove element thereon for removal of the
segment therefrom.

3. The connector of claim 2, wherein the groove element
extends along a perimeter of the connector body portion.

4. The connector of claim 2, wherein the segment is at least
one of frangible to be broken off the connector body portion
or is cut off the connector body portion.

5. The connector of claim 1, wherein each of the more than
two pins is at least one of frangible to be broken off the
connector body portion or is cut off the connector body por-
tion.

6. The connector of claim 5, wherein each of the more than
two pins is frangible at a base of the pin adjacent the connector
body portion.
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7. The connector of claim 1, wherein the predetermined
spacing complies with at least one of TS5 or T8 or T12 pin
spacing.

8. The connector of claim 1, wherein the connector body
portion is composed of a non-conductive material.

9. The connector of claim 1, wherein the more than two
pins are composed of a non-conductive material.

10. The connector of claim 1, wherein at least one of the
connector body portion or the more than two pins is com-
posed of a conductive material.

11. A lighting apparatus for use with a lighting fixture
socket comprising:

a lamp having distal and proximal ends;

mechanical connectors provided on each of the distal and

proximal ends, wherein each mechanical connector
includes a connector body portion having an anterior
side and a posterior side, wherein the posterior side is
connected to an end of the lamp; and

more than two removable pins affixed to the anterior side of

each mechanical connector so that a spacing between at
least two of the pins complements a spacing of the light-
ing fixture socket,

wherein a segment of the connector body portion is adjust-

able so that the posterior side of the connector body
portion is positioned closer to the more than two remov-
able pins after adjustment.

12. The lighting apparatus of claim 11, wherein the lamp is
a tube lamp.

13. The lighting apparatus of claim 11, wherein the
mechanical connector is composed of'a non-conductive mate-
rial.

14. The lighting apparatus of claim 11, wherein the more
than two pins are composed of a conductive material.

15. The lighting apparatus of claim 11, wherein the
mechanical connector is composed of a conductive material.

16. The lighting apparatus of claim 11, wherein pairs of the
more than two pins have a predetermined spacing.
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17. The lighting apparatus of claim 11, wherein each of the
more than two pins is at least one of frangible to be broken off
the connector body portion or is cut off the connector body
portion.

18. The lighting apparatus of claim 17, wherein each of the
more than two pins is frangible at a base of the pinadjacent the
connector body portion.

19. The lighting apparatus claim 11, wherein the connector
body portion includes a groove element thereon for removal
of the segment therefrom.

20. The lighting apparatus of claim 19, wherein the groove
element extends along a perimeter of the connector body
portion.

21. The lighting apparatus of claim 19, wherein the seg-
ment is at least one of frangible to be broken off the connector
body portion or is cut off the connector body portion.

22. A method for installing a lighting apparatus in a light-
ing fixture socket comprising:

(a) providing a lighting apparatus having a mechanical
connector attached to both a proximal end and a distal
end thereof, the mechanical connector having a groove
element to adjust a length thereon, and more than two
removable pins extending therefrom, wherein the length
of the mechanical connector is adjustable so that a pos-
terior end of the mechanical connector is positioned
closer to the more than two removable pins after adjust-
ment;

(b) removing at least one of the more than two removable
pins from each mechanical connector so that a spacing
of remaining pins complements the lighting fixture
socket; and

(c) engaging the remaining pins of each mechanical con-
nector with the lighting fixture socket.

23. The method of claim 22, wherein step (a) further com-
prises removing a segment of the mechanical connector along
the groove element to adjust the length, of the mechanical
connector, prior to attaching the mechanical connector to the
proximal end and distal end of the lighting apparatus.
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